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1  SPECIFICATION: FEATURES:
USB 3.0 M.2 B key Card to USB-A 3.0 adapter Specification: USB 3.0
M.2 Specification Revision 1.1 Bandwidth: 5Gbps (Max.)
Universal Serial Bus Specification Revision 3.0 Current Rating: 5V / 1.5 Amp Max.
Support 3042 M.2 Card dimension
0] Support M.2 Socket SSIC-based WWAN slot PHYSICAL PROPERTIES:
Support USB Type-A U-Disk SSD and Wireless device Operation Temp. Range: -40°C to 80°C
Flammability rating: 94V-0 N
Weight: 3g R @[H] S ﬁ N
ADT-Link
1.100% OPEN/SHORT TEST. - i n
2.DIMSION MARK "V¥" BY QC CHECK.
| TITLE: DWG NO:
E ADT-WK5-01
M.2 key-B to USB 3.0 A-type Adapter [cUSTOMER NO. -
WK5
CUSTOMER P/N:
_ ADT-WK5
/AR, — 1| SCALE | UNIT | CUSREV. HY REV. DATE SHEET
2 Connector USB 3.0 type-A super speed female connector 1Pcs | —T] NonE | mm 1.0 | 1.0 2023-Feb-13 _ 11
1 Goldfinger | M.2 key-B (Socket 2 SSIC-base WWAN) 1Pcs DRANING/HIE CHECKEDI APPROVEDIFf
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